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Rental Condition & Delivery

Report for Mini Loaders
CUSTOMER DATE P.O. #
ADDRESS PHONE REQUESTED PICK UP DATE
MODEL # SERIAL # UNIT # HOURMETER READING

ouT | N

3 Mark Appropriate Box

CONDITION REPORT CONDITION REPORT

OPERATIONAL CHECKS (Steering/Hydraulic, etc.)

LIFT AND TILT HYDRAULIC CYLINDERS

BOB-TACH FUNCTIONAL

REAR DOOR AND ENGINE COVER

SAFETY DECALS/OPERATION & MAINTENANCE MANUAL

RADIATOR CLEAN / COOLANT LEVEL

REVERSE STOP PANEL FUNCTIONAL

HYDRAULIC PUMP AND/OR FILTER

PARKING BRAKE FUNCTIONAL

HYDRAULIC HOSES AND TUBELINES

APPROVED LIFT ARM SUPPORT DEVICE

AIR FILTER / HOSE

OIL LEVELS (Hydraulic, Engine)

TRAILER / TIE DOWNS / HITCH / LIGHTS

FUEL LEVEL

ATTACHMENTS

LIFT & TILT LOCKOUTS FUNCTIONAL
(Lift and Tilt Functions Deactivated When Engine Is Off)

TRACKS / ROLLERS AND IDLERS / TRACK DAMAGE /
CORRECT TENSION / COMPONENTS LUBRICATED

NEUTRAL START SYSTEM FUNCTIONAL (Engine will not starf

HYDROSTATIC DRIVE BELT & FAN BELT TENSION

if Steering Controls, Auxiliary Hydraulic Lever, or Lift Arm

OTHER:

Control Lever are engaged)

WARNING LIGHTS

BATTERY / ELECTRICAL SYSTEM / CHARGING

COMMENTS OUT:

CHECKED BY

OUT x

COMMENTS IN:

instructions and

| understand the machine operation and need to
check for underground utility lines. | am aware of
the additional training materials and videos.
The machine has safet?/ signs and an Operation
& Maintenance Manual.

The steering control(s), auxilial
and lift arm control lever must
to start the engine.

Move steering control(s) smoothly. Do not jerk
controls.

Operate only from operator’s position behind
machine.

TO LEAVE THE MINI LOADER:

® | ower the lift arms and put attachment flat on
the ground.

® Put all controls in NEUTRAL.

® Engage parking brake.

® STOP the engine.

NEVER go under or reach under lift arms
unless supported by an approved lift arm
support.

| understand the function of Reverse Stop Panel.
Keep heavy end of Mini Loader uphill when

hydraulic lever
e in NEUTRAL

operating on slopes and CARRY LOAD LOW.

9.
10.
11.
12.
13.

14.

15.

16.

17.

18.

INSTRUCTIONS FOR THE RENTER

Read and understand the following
ilnformation below for this machine.

Keep the bucket level when raising lift arms to
prevent material from falling out of bucket.

This machine has a Rated Operating Capacity
(ROC) for the Mini Loader and attachment.
Different bucket types and sizes for different
materials are available.

| understand how to use and how to attach and
remove the attachment.

| understand the use of the operation mode
selector and speed control adjustment knob (if
equipped) or reverse speed limiter (if equipped).
NEVER to use the Mini Loader in an environment
with explosive dust or gases or with flammable
material near exhaust.

Always provide adequate ventilation when using
the Mini Loader in an enclosed area. Exhaust
gases can Kill.

I understand the maintenance procedures for
this machine and use of the approved lift arm
support device.

| understand how to transport this machine.
Always use tie downs and towing vehicle and
trailer of adequate capacity.

| understand the use of Ride On Platform (if
equipped). Keep feet on platform and hands on
controls while operating.

X

| understand the operation and maintenance of this machine.

Customer Signature

Date

6902425 (4-05) Revised (11-05)

An @ IngersollRand business

Printed in U.S.A.

For Additional Forms Contact Your Bobcat Dealer. This Form Can Also Be Duplicated.




u CONDITION OUT REPORT
- i Note any damage to equipment by highlighting the area of the machine and describe the specific damage under comments.

Have customer sign in comments section below acknowledging area damaged.

Comments:

u CONDITION IN REPORT
= N Note any damage to equipment by highlighting the area of the machine and describe the specific damage under comments.
Have customer sign in comments section below acknowledging area damaged.

Comments:




