
Bobcat 3-point hitch snowblowers are perfect for clearing driveways, sidewalks or 
even parking lots. These snowblowers function from the rear PTO and 3-point hitch of 
the tractor or utility work machine. They are powerful, productive and easy to operate. 
Chute rotation is achieved by a manual chute rotator that is accessible from the 
tractor operating station or by an optional hydraulic chute rotator that works great 
for the Toolcat™ 5610 with rear remote hydraulics or a compact tractor with a cab. 

Model 3SB54  3SB66 3SB72
Cutting Width 54 in. (1372 mm) 66 in. (1676 mm) 72 in. (1829 mm)
Overall Width 56 in. (1422 mm) 68 in. (1727 mm) 74 in. (1880 mm)
Snow Intake Height 25 in. (635 mm) 25 in. (635 mm) 25 in. (635 mm)
Auger Diameter 14 in. (356 mm) 14 in. (356 mm) 14 in. (356 mm)
Fan Diameter 20 in. (508 mm) 20 in. (508 mm) 20 in. (508 mm)
Chute Rotation 230° - Manual or Hydraulic 230° - Manual or Hydraulic 230° - Manual or Hydraulic
Cutting Edge Replaceable Replaceable Replaceable
Skid Shoes Adjustable/Replaceable Adjustable/Replaceable Adjustable/Replaceable
Weight 649 lb. (294 kg) 704 lb. (319 kg) 732 lb. (330 kg)
Tractor PTO Speed 540 rpm 540 rpm 540 rpm
3-Point Hitch Category 1 Category 1 Category 1
Use this  CT120, CT122, CT225, CT230,  All Tractor Models All Tractor Models
 Implement with: CT235 & Toolcat 5610 Toolcat 5610 Toolcat 5610

Snowblower

Model 3SPR60
Capacity 60 gal. (227 L)
Weight : Empty 173 lb. (78.5 kg)
Weight : Full 674 lb. (306 kg)
Boom Type Folding
Overall Width (Boom Closed) 46.5 in. (1181 mm)
Overall Width (Boom Extended) 120 in. (3047 mm)
Number of Spray Tips 4
Spray Gun Included
Spray Gun Hose Length 15 ft. (4.6 m)
Sprayer Pump Included
Pump Type 6 Roller w/Coupler (540 rpm)
Pressure Gage Included
Use this Implement with: All Tractor Models

Sprayer
The Bobcat 3-point sprayer is designed for chemical applications ranging from spot 
spraying for weed control to broadcast spraying of liquid fertilizer and chemicals. It’s 
ready for small- to moderate-acreage spraying across a wide range of applications, 
including lawns, parks, pastures, road rights-of-way, golf courses and cemeteries. In the 
winter, use it with many of today’s liquid ice-melting solutions to remove snow and ice.

Model 3SC62 3SC78
Operating Weight 217 lb. (98.5 kg) 249 lb. (113 kg)
Cutting Width 62 in. (1575 mm) 78 in. (1981 mm)
Number of Digging Shovels 9 11
3-Point Hitch Category 1 Category 1
Use this Implement with: All Tractor Models All Tractor Models
   Toolcat 5610 Toolcat 5610

Soil Cultivator
Clearing weeds along shelter belts and orchards are just two ways to save time and 
labor with this implement. It’s also ideal for preparing shallow seedbeds such as food 
plots for wildlife, large garden plots and landscaping. 

Tiller

Model 3TIL48 3TIL60 3TIL74
Cutting Width 48 in. (1219 mm) 59 in. (1499 mm) 74 in. (1880 mm)
Overall Width 53 in. (1346 mm) 64 in. (1626 mm) 79 in. (2007 mm)
Working Depth (Max.) 7 in. (178 mm) - Adjustable 7 in. (178 mm) - Adjustable 7 in. (178 mm) - Adjustable
Drive Type Chain Gear Gear
Blades Per Flange 6 6 6
Total Blades 30 42 54
Rotor rpm 253 rpm 246 rpm 242 rpm
Weight 344 lb. (156 kg) 450 lb. (204 kg) 653 lb. (296 kg)
Storage Stand Yes Yes Yes
Skid Shoes Adjustable/Replaceable Adjustable/Replaceable Adjustable/Replaceable
3-Point Hitch Category 0 and 1 Category 1 Category 1 and 2
Use this CT120, CT122 CT120, CT122, CT225, CT230,  CT230, CT235, CT335, CT440,
 Implement with: Toolcat 5610 CT235 & Toolcat 5610 CT445, CT450 & Toolcat 5610

Break ground; prepare soil for planting; amend soil with fertilizer, manure or mulch; and 
remove weeds between tree rows. Bobcat tiller tines rotate in the same direction as the 
tires when the tractor is moving forward and cover the tire tracks for a consistent fi nish, 
eliminating tiller side-shifting, and reducing the need for more than one pass to complete 
work. Adjustable skid shoes for various working depths up to 7 inches.



The right implements for any job
Bobcat® implements are the choice of professionals and homeowners for landscaping, building and grounds 
maintenance, and general maintenance on farms and ranches. From preparing landscaping sites with the Bobcat 
box blade or angle blade, maintaining school grounds and parks with the fi nish mower, or taking care of general 
maintenance with the tine rake or auger, hard-working Bobcat implements can handle the job you need to do.

The Bobcat angle blade is built with productivity in mind – making this one of the most versatile 
blades around! A reversible cutting edge, blade oscillation and blade offset make this an ideal 
blade for ditch digging, maintaining roads, removing snow, or site landscaping applications.

Angle Blade

Model 3AB60 3AB84 3AB84HD 3AB96HD
Working Width 60 in. (1524 mm) 84 in. (2134 mm) 84 in. (2134 mm) 96 in. (2438 mm)
Moldboard (Blade) Height 14 in. (356 mm) 14 in. (356 mm) 16 in. (406 mm) 16 in. (406 mm)
Moldboard Thickness 1/4 in. (6.35 mm) 1/4 in. (6.35 mm) 5/16 in. (7.94 mm) 5/16 in. (7.94 mm)
Cutting Edge Height 3 in. (76.2 mm) 6 in. (152 mm) 6 in. (152 mm) 6 in. (152 mm)
Cutting Edge Thickness 3/8 in. (9.5 mm) 1/2 in. (12.7 mm) 1/2 in. (12.7 mm) 1/2 in. (12.7 mm)
Weight (Approx.) 156 lb. (71 kg) 310 lb. (141 kg) 395 lb. (179 kg) 430 lb. (195 kg)
Storage Stand Yes Yes Yes Yes
Offset (Max. Left or Right) Not Available 12 in. (305 mm) 12 in. (305 mm) 23 in. (584 mm)
Blade Angle Positions  (7) forward, (3) rearward   (7) forward, (3) rearward   (7) forward, (3) rearward  (7) forward, (3) rearward  
  Angle Increments 15° increments 15° increments 15° increments 
Blade Oscillation Positions  Not Available (5) (5) (2)
  Oscillation Increments 15° increments 15° increments 15° increments
3-Point Hitch Category 1 Category 1 Category 1 Category 1
Use this  CT120, CT122,  CT225, CT230,  CT225, CT230, CT235, CT335, CT440, CT445,
 Implement with: & Toolcat 5610 CT235 &Toolcat 5610 CT335, CT440, CT445,  CT450 & Toolcat 5610
    CT450 & Toolcat 5610

Ideal for general digging applications. Unique design and heavy-duty construction allow 
you to drill holes fast with plumb-line accuracy. Equipped with Category 1 hitch pins and 
a 2 7/8 in. diameter reinforced boom and yoke. Maximum operating speed: 300 rpm.

Model 3PTA
Drive Type Gearbox - - - - - 
Tractor PTO Speed 540 rpm - - - - - 
Auger Shaft Diameter 2 in. - - - - -
 (51 mm)      
Auger Bit Diameter 6 in. 9 in. 12 in. 15 in. 18 in.  24 in. 
  (152 mm) (229 mm) (305 mm) (381 mm) (457 mm) (610 mm)
Cutting Diameter * 7.5 in.  10.5 in.  13.5 in.  15.5 in 19.5 in.  25.5 in
  (191 mm) (267 mm) (343 mm) (394 mm) (495 mm) (648 mm)
Cutting Diameter ** 7 in.  10 in.  13 in. 15 in.  19 in. 25 in. 
  (178 mm) (254 mm) (330 mm) (381 mm) (483 mm) (635 mm)
3-Point Hitch Category 1 - - - - - 
Use this All Tractor Models
 Implement with: Toolcat 5610 - - - - -

Auger

Ideal for keeping lawns, estates, school grounds and parks looking their best. Both models come 
standard with rear discharge and solid rubber wheels. Blades travel at speeds up to 17,991 fpm 
for a clean, smooth cut without skips in a variety of applications.

Mid-Mount Mower
Finish Mower

Model 3FM60 3FM72
Cutting Width 58 in. (1473 mm) 71 in. (1803 mm)
Overall Width 60 in. (1524 mm) 72.5 in. (1842 mm)
Overall Length 58 in. (1473 mm) 58 in. (1473 mm)
Cutting Height 3/4 in. - 5-1/4 in.  3/4 in. - 5-1/4 in. 
  (19 mm - 133 mm) (19 mm - 133 mm)
Number of Blades 3 3
Blade Tip Speed 17,745 fpm 17,991 fpm
Discharge Rear Rear
Tractor PTO Speed 540 rpm 540 rpm
Weight 544 lb. (247 kg) 599 lb. (272 kg)
3-Point Hitch Category 1, Floating Category 1, Floating
Use this Implement with: CT120, CT122, CT225,  All Tractor Models
  CT230, CT235 & Toolcat 5610  & Toolcat 5610

Cut grass in areas where maneuverability is tight. Both models come standard with side 
discharge and solid rubber wheels. Blades travel at speeds up to 18,868 fpm for a clean, 
smooth cut without skips in a variety of applications.
* Not approved for use on the Bob-Tach™ Three-Point Hitch Adapter or Three-Point Hitch U-frame couplers.

* Not approved for use on the Bob-Tach™ Three-Point Hitch Adapter or Three-Point Hitch U-frame couplers.

Model MM54 MM66
Cutting Width 54 in. (1372 mm) 66 in. (1676 mm)
Overall Width 65 in. (1651 mm) 77 in. (1957 mm)
Overall Length 41 in. (1041 mm) 44 in. (1126 mm)
Cutting Height 2 in. - 4 in. (51 mm - 102 mm)  2 in. - 4.5 in (51 mm - 114 mm)
Number of Blades 3 3
Blade Tip Speed 18868 fpm 18770 fpm
Discharge Side Side
Tractor PTO Speed 2000 rpm 2000 rpm
Weight 244 lb. (111 kg) 285 lb. (129 kg)
Use this Implement with: CT120, CT122 CT225, CT230, CT235

* Standard cutting diameter auger teeth are positioned at a 40° angle for general purpose cutting.

** Optional cutting diameter teeth can be re-positioned on the auger to provide a smaller cutting diameter. Teeth will also be     
positioned at a 50° angle in this position for more aggressive cutting.




